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Establishing a Power Supply

AC Power Cord: This 6-foot
cord has a single male plug on
one end and a wall adapter on
the other. Insert the single male
plug into the power receptacle
at the back of the pump and the
wall adapter into a wall  
receptacle. (See Figure 1.)

Installing the Tubing in the 
pump.

Make sure the tubing assembly
is wrapped around the pump
head. The pump comes with one
installed and one replacement.
To remove/install tubing assembly.
Loosen set screw, open latch,
loosen phillips screw, and
remove lock insert.

Preparing the Synthetic
Blood
Add 1 pint of distilled water to
the synthetic blood concentrate.
Hang the fluid supply bag ap-
proximately 18” above the level 
of the arm, making sure the 
clamp on the IV tubing is closed. 
Pour the “blood” into the bag. 
Evacuate the majority of air from 
the fluid supply bag by lightly 
pressing the bag before closing 
cap. Hang the fluid supply bag 
from an elevated stand (LF01022 
not included; sold separately).

Setting Up the IV Arm

Attach one piece of the silicone
tubing to the black connector on 
the end of the fluid supply bag 
tube.
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SUPPLIES/REPLACEMENT PARTS
LF00845U Life/form® Venous Blood,  1 quart
LF00846U Life/form® Venous Blood, 1 gallon
LF01099U Vein Tubing Sealant Kit
LF01130U Fluid Supply Bag
LF01140U Replacement Skin & Veins, Light Skin
LF01147U Replacement Skin & Veins, Dark Skin
LF01141U Replacement Veins Only
LF01022U Fluid Supply Stand
LF09919U Nasco Cleaner

CAUTIONS
1. This synthetic blood is specially formulated to be compatible with the self-sealing veins and plastics 

used in manufacturing the arm.
2. DO NOT use dull or burred needles, as these will cause leaks in the system. Burred needles will 

cause permanent damage. Use smaller needles (20- to 25-gauge).
3. DO NOT allow “blood” to dry on  the simulator — it may stain the hand.
4. Use only 500 cc of infusion fluid, as a larger amount will also increase the pressure of the venous 

system, resulting in leaks.
5. DO NOT clean the simulator with solvents or corrosive material, as they will damage it.
6. The Nasco Vein Tubing Sealant Kit (LF01099U) will extend the useful life of the tubing.

Actual product may vary slightly from photo. Nasco reserves the right to change product color, materials, 
supplies, or function as needed.

ABOUT THE SIMULATOR
The Life/form® Advanced IV Hand Simulator duplicates the human condition as closely as modern 
plastics technology allows — it is almost the real thing. Its care and treatment should be the same as with 
a patient; abuse or rough handling will damage the simulator — just as it would cause pain or injury to a 
patient.
This unit is the simulation of the entire human hand from the wrist to the fingertips. Externally, the skin 
texture is realistic to the touch, and the fingertips actually have fingerprints.
Although this hand will provide you long trouble-free usage, the skin and veins can be readily replaced 
when needed. The outer skin is easily peeled off, revealing the “core” and veins, providing, literally, a 
brand new hand. The life of the replaceable skin and veins will be prolonged by utilizing smaller needle 
sizes (such as 20- to 25-gauge). However, if instruction with larger needle sizes is required, this can be 
done; the skin and veins will merely need to be replaced sooner. Replacement Skin and Vein Kits are 
available through Nasco (see list of supplies).

LIST OF COMPONENTS
•  3 cc syringe with needle
•  12 cc syringe with needle
•  2 IV bags
•  Needle (butterfly)

•  2 pinch clamps
•  2 small towels
•  Infusion set (butterfly)

CARE OF SIMULATOR
After each class use, close the clamps, disconnect bags, and return synthetic blood to storage container. 
Reconnect one IV bag to the system. Fill the bag with tap water and flush the venous system, allowing the 
open end to drain into a sink or basin. When the system runs clean, close the clamp and remove the 
IV bag. Excess water may be removed from the hand by raising the hand, lowering the wrist, and draining 
it into a sink or basin. Wash the outside of the hand with Ivory® liquid detergent and water. Always 
remove the pinch clamps from the wrist tubing and drain excess water from veins before storing.
Ordinary stains can be removed by washing the hand with soap and warm water. Newsprint, similar 
printed paper, or ink will permanently stain the simulator if prolonged contact occurs. Stubborn stains 
may be removed with Nasco Cleaner (LF09919U) simply by dispensing it on the area and wiping with a 
soft cloth or paper towel.
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Preparing the Synthetic Blood
Add 1 pint of distilled water to
the synthetic blood
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Set Up

Press Enter while flow is se-
lected. Set the flow speed to 
80.00ml/ min. flow speed can be 
adjusted as needed. Follow the 
instructions in the pump manual 
to adjust flow rates.

 

Attach the silicone tube to the
top connector of the pump tubing 
assembly

Attach the other IV arm tubing
to the bottom connector of the
pump tubing assembly with a
black connector and the other
piece of silicone tubing.

Turn the pump on. Make sure the
flow direction in the flow menu is 
set to forward. 
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 Note: Use the tubing adapters if using 
the Life/form® IV Arm
Circulation Pump with the Life/form® 

Life/form® Infant Arm (LF03637U).

Pediatric Arm (LF00958U) or 

Complete arm, fluid bag 
and pump set up.

Complete arm, fluid bag
and pump set up.

Note: Use the tubing adapters if using the IV Arm Circula-
tion Pump with the Infant Arm (LF03637) or Pediatric Arm 
(LF00958)..
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